DJd-tech) ....... C.UBE 302

580 wats Portable PA System with 4CH Mixer built-in

Product Overview

The Pack Contains :
v 1 x Active Sub with 4 Ch Mixer Built-in
v 2 x Passive Satellites

4 2 x Speakon to Speakon Cables to
connect Subwoofer to Satellite
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PRODUCT DESCRIPTION

Welcome to your new Friend : C.U.B.E 302.

it is even more compact and lighter than
any other sytem. And its amazing sound
quality and powerful performance come at
an astonishingly affordable price.

From soothingly sweet dinner ambience to a
big bang for rock-the-house party time,
C.U.B.E 302 does it all with style.

Bringing to the table everything that made
its forebear the entertainer’s best friend, it is
fruly a plug-and-play proposition, sparing
your nerves and saving fime.
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Enjoy PURE ANALOG Power amplifiers for
reliability in any conditions.

Specifications are subject to change without prior notices
ng

No matter how you entertain, C.U.B.E 302
is the powerful sidekick you want on
your team.

INCLUDED (q (q

Speakon- Speakon Speaker Cables




DJd-tech) ....... C.UBE 302

580 watts Portable PA System with 4CH Mixer built-in

Features

Product Overview

Global

a System composed of 1 Active Sub
+ 2 Passive Sat

3 ch Amplifier built-in + 4 Ch Mixer

Direct acess for : Sub Vol , Master
Vol, Balance

%wifchoble Talkover for Mic 1 + Mic

Net System Weight ( 2 x Sat + 1 x
Sub ) : 41,2 Kgs

Subwoofer

d Acftive 12" Sub with 3 power amp
built-in

a 340 Watts Max @ 4 Ohms SPL 90 db
(+/-3db)

a Rated Frequency range : 40hz-
120hz

a 4 Ch Mixer with Rec out RCA
output

a 2 x Mic ( Combo XLR/Jack) + 1 x
Aux (2TRS )+ 1 xLinein (2RCA)

a Speakon output for Satellites
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Mixer built-in as features in Global
features

Size : 400W x 450H x 500D mm
Net Weight : 28 Kg

Satellite Speakers

a Close type Passive Speaker

d 8" woofer + 1'" Dome Tweeter

a 120 Watts Max @ 4 Ohms SPL 90
db (+/-3db)

a Special Pole with angle Pole for
sound to audience alignment

a Magnet Type : Ferrite

a Size : 245L x 250W x 355H

a Net Weight : 6.6 Kgs

Specifications are subject to change without prior nofices




